
 

Cisco Unified IP Phone 7941G 
The Cisco Unified IP Phone 7941G, an important addition to the Cisco Systems ® award-winning IP phone 
portfolio, is a full-featured, enhanced manager IP phone. It is designed to meet the needs of managers and 
administrative assistants (Figure 1). It provides six programmable backlit line/feature buttons and four 
interactive soft keys that guide a user through call features and functions, and audio controls for high-quality 
duplex speakerphone, handset, and headset. A built-in headset port and an integrated Ethernet switch are 
standard with the Cisco Unified IP Phone 7941G. The phone also features a best-of-class large, higher-
resolution grayscale pixel-based LCD (Figure 2). The display provides features such as date and time, 
calling party name, calling party number, and digits dialed. The crisp graphic capability of the display allows 
for the inclusion of higher value, more visibly rich Extensible Markup Language (XML) applications and 
double-byte languages. 

Figure 1. Cisco Unified IP Phone 7941G 

 

Figure 2. Close-Up of High-Resolution Display and Lighted Line Keys 
 

 

 

Table 1. Ordering Information for Cisco Unified IP Phone 7941G 

Part Number Description 

CP-7941G Cisco Unified IP Phone 7941G 

CP-7941G= Cisco Unified IP Phone 7941G, spare 

CP-7941G-CH1 Cisco Unified IP Phone 7941G, for Channels, with one station user license 



Note: All Cisco Unified IP phones require the purchase of a phone technology license, regardless of call 
protocol being used. 

POWER CORDS 

Table 6 lists the AC country power cords needed for the Cisco Unified IP Phone 7941G. 

Table 2. AC Country Power Cords 

Part Number Description 

CP-PWR-CORD-AP= Asia Pacific 

CP-PWR-CORD-AR= Argentina 

CP-PWR-CORD-AU= Australia 

CP-PWR-CORD-CE= European Community 

CP-PWR-CORD-CN= China 

CP-PWR-CORD-JP= Japan 

CP-PWR-CORD-NA= North America 

CP-PWR-CORD-SW= Switzerland 

CP-PWR-CORD-UK= United Kingdom 

 

 

  


